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2.     NO dimensions to be scaled off this drawing.

4.     All drawings to be read in conjunction with structural drawings.

3.     ANY changes in materials must be approved by the architect, building
        control and planning if applicable prior to order.

1.     All dimensions/descriptions are to be checked. Discrepancies
       are to be reported immediately.
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T1

Tender

±0.000 Ex FFL

+2.540 T.O.J

-0.165SSL

Strip back
trusses and
paint Black

Storage Deck
22mm T+G boarding to floor finish,
100mm Acoustic insulation fitted between joists,
Timber joists to the Engineers design,
2No 12.5mm plasterboard and skim

Sand back Purlins
and re-strain/oil

Loft access
ladder

Floor buildup
75mm Fibrous cement screed,
500g Slip membrane,
90mm Recticel Eurothane GP,
1200g DPM,
150mm Concrete Slab to Eng. spec,
190mm Compacted Type1 MOT

Roof lining
Line existing roof line with 120mm
Recticel Instafit boards,
VCL barrier,
38x38mm Timber battens,
12.5mm Plasterboard and skim

Partition
12.5mm Plasterboard and skim,
15mm ply,
140mm Studs to Eng. spec fully filled
with Rockwool insulation,
2No 12.5mm Plasterboard and skim

D-B2-02

D-B2-04

D-B2-03

-0.450 TOC

±0.000 FFL
-0.165 SSL

+2.800 U/s J

Existing foundations

Floor Construction
75mm Fibrous cement screed,
500g Slip membrane,
90mm Recticel Eurothane GP,
1200g DPM,
150mm Concrete Slab to Eng.. spec,
300mm Compacted Type1 MOT

Wall Construction
102mm Brick to match existing,
100mm cavity (90mm Recticel
Eurowall+),
100mm Concrete block,
12.5mm plasterboard & skim to finish

Flat Roof
GRP installed to Manufactures detail,
18mm OSB3 deck,
120mm Recticel Powerdeck®  F,
1000g Visqueen VCL,
18mm OSB3 deck,
1:80 timber firings,
Joists to Eng... spec,
12.5mm Plasterboard & skim to finish,

D-B2-01

+2.815 U/s steel

D-B3-01

D-B3-02
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